
D o s s i e r
Second and Third Generation Biofuels: Towards Sustainability and Competitiveness

Seconde et troisième génération de biocarburants : développement durable et compétitivité

Evaluation and Optimization Study on a Hybrid EOR

Technique Named as Chemical-Alternating-Foam

Floods

Xingguang Xu* and Ali Saeedi

Department of Petroleum Engineering, Curtin University, 6152 Perth - Australia
e-mail: xuxingguang123@126.com

* Corresponding author

Abstract — This work presents a novel Enhanced Oil Recovery (EOR) method called Chemical-
Alternating-Foam (CAF) floods in order to overcome the drawbacks of the conventional foam
flooding such as insufficient amount of in-situ foams, severe foam collapse and surfactant retention.
The first part of this research focused on the comparison of conventional foam floods and CAF
floods both of which had the same amount of gas and chemicals. It showed that: (1) CAF floods
possessed the much greater Residual Resistance Factor (RRF) at elevated temperature; (2) the
accumulative oil recovery of the CAF floods was 10%-15% higher than that of the conventional
foam flooding. After 1.8 Pore Volume (PV) injection, the oil recovery reached the plateau for both
methods; (3) CAF floods yielded the most amount of incremental oil at the 98% water cut (water
content in the effluent), while the continuous foam floods achieved the best performance at 60%
water cut. The second part of this work determined the optimal foam quality (gas/liquid ratio or the
volume percent gas within foam), chemical/foam slug size ratio, cycle number and injection
sequence for the CAF floods. It was found that the CAF was endowed with the peak performance if
the foam quality, chemical/foam slug size ratio, cycle number was fixed at 80%, 1:1 and 3
respectively with the chemical slug being introduced ahead of the foam slug. Through systematic and
thorough research, the proposed hybrid process has been approved to be a viable and effective
method significantly strengthening the conventional foam flooding.

Résumé — Évaluation et optimisation d’une technique de RAH hybride appelée Injection de
Mousse Chimique Alternative — Cet article présente une nouvelle méthode de Récupération Assistée
des Hydrocarbures (RAH). Cette méthode, appelée injection de Mousse Chimique Alternative (MCA),
permet de s’affranchir des inconvénients de l’injection de mousse conventionnelle, tels qu’une quantité
insuffisante de mousse in situ, l’instabilité importante de la mousse ainsi qu’une rétention de tensioactif.
La première partie de ces travaux de recherche s’est focalisée sur la comparaison entre l’injection de
mousse conventionnelle et l’injection de MCA comportant, dans les deux cas, la même quantité de gaz
et de produits chimiques. Il a été démontré que : (1) les injections de MCA présentaient le meilleur
Facteur de Résistance Résiduel (FRR) à une température élevée ; (2) la récupération d’hydrocarbures
cumulée par injections de MCA était de 10 à 15 % supérieure à celle de l’injection de mousse
conventionnelle. Après une injection de 1,8 fois le Volume Poreux (VP), la récupération
d’hydrocarbures a atteint un plafond pour les deux méthodes ; (3) les injections de MCA ont donné la
plus grande quantité de pétrole avec une teneur en eau de 98 % (teneur en eau dans l’effluent), pendant
que l’injection de mousse atteignait les meilleures performances à 60 % de teneur en eau. La seconde
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partie de ce travail a consisté à déterminer la qualité optimale de la mousse (rapport gaz/liquide ou volume
de gaz en pourcentage dans la mousse), le rapport mousse/produit chimique de l’écoulement, le nombre de
cycles et la séquence d’injection pour les injections MCA. Il s’est avéré que la MCA présente des
performances optimales si la qualité de la mousse, le rapport mousse/produit chimique de l’écoulement,
le nombre de cycles étaient fixés à 80 %, 1:1 et 3 respectivement, le flux de produit chimique étant
introduit avant le flux de mousse. Grâce à une recherche systématique et minutieuse, le processus
hybride proposé a été validé comme étant une méthode viable et efficace présentant une amélioration
par rapport à l’injection de mousse conventionnelle.

INTRODUCTION

Foams, a unique type of colloidal dispersion, usually refer to
a system in which a gas phase (internal phase) is dispersed in
a continuous liquid phase (external phase) (Gauglitz et al.,
2002). As a result of its distinct flowing and rheological
properties, the foam has been widely used as drilling fluid,
fracturing fluid and acidizing fluid in the petroleum industry
over the past decades (Bernadiner et al., 1992; Harris, 1995;
Ozbayoglu et al., 2002). Nonetheless, perhaps its most
attracting application is to offer the best hope for mobility
control in gas flooding suffering from poor volumetric
sweep efficiency due to the displacement front instability
and early breakthrough caused by the undesirable gravity
segregation and viscous fingering (Casteel and Djabbarah,
1988; Chen et al., 2005; Friedmann et al., 1991; Prigiobbe
et al., 2016). This Enhanced Oil Recovery (EOR) technique
is defined as the foam flooding. Through introducing foams
into the oil reservoir, no matter the foam is pre-generated or
not, the gas relative permeability will be markedly reduced.
Meanwhile, the high permeability zone is preferably blocked
by the foam, significantly alleviating the reservoir hetero-
geneity. Thus this EOR process can take place in the low
permeability zone which otherwise would be bypassed in a
conventional gas flooding. A great number of laboratory
and numerical investigations have been performed to
approve the effectiveness of the foam flooding worldwide
in recent years (Ebrahimi et al., 2016; Haugen et al., 2014;
Jian et al., 2012; Thorat and Bruining, 2016; Wang et al.,
2011).

Needless to say, foam flooding is not without its
drawbacks as an oil displacement technique. The major
concern is the foam durability (Schramm and Novosad,
1990). It is well accepted that the foam decays either through
lamella collapse or bubble coalescence. The former is
mainly attributed to the film thinning caused by the gravity
drainage over time, thus the lamella is not robust enough
to hold the backbone of the foam system. In the case of
bubble coalescence, several bubbles approach so closely that
they fuse together to yield a single bubble. The foam stability
may be influenced by a couple of factors: capillary suction,

electric double-layer repulsion, dispersion force attraction
and so on (Alvarez et al., 2001; Khatib et al., 1988). In real
oil reservoirs, high salinity, elevated temperature and the
presence of crude oil will all negatively affect the
performance of foam (Jonas et al., 1990). Another disadvan-
tage that may hinder the successful application of the foam
flooding is the surfactant loss due to adsorption onto the
reservoir rock and chemical reaction with the minerals
(Falcone et al., 1982; Gogoi, 2011). Consequently, the
amount of the surfactant that involve in the foam generation
and regeneration in porous rocks will be greatly reduced,
resulting in worse displacement outcome than anticipated.
Although the surfactant retention would be relieved
somehow at relatively high reservoir temperature, this
cannot be considered as a trivial problem in the field
operation (Fjelde et al., 2009).

A number of attempts have been reported to make the best
use of the efficiency of the foam flooding. Le et al. (2008)
dissolved the surfactant into the dense CO2 phase instead
of the brine and found its overall oil recovery was evidently
higher than that of surfactant-alternating-gas injection or
continuous gas injection; Kutay and Schramm (2004)
reported the encouraging performance of the Polymer-
Enhanced Foam (PEF) and pointed out its foam durability
could be considerably improved by increasing the bulk
phase viscosity and thus reducing the rate of liquid drainage;
Worthen et al. (2013) developed a novel approach stabilizing
the foam with nanoparticles such as silicon and they
considered this method as a promising alternative to the
conventional surfactant-stabilized foam; Majidaie et al.
(2012) investigated the performance of the Chemically
Enhanced Water Alternating Gas (CWAG) flooding by using
a commercial chemical flood simulator; Tay et al. (2015) and
other researchers introduced and validated the effectiveness
of the so called adsorption inhibitor which was capable of
significantly mitigating the surfactant loss in reservoirs.
Nevertheless, each of these proposed techniques can only
tackle one problem of the foam flooding (either the foam
stability or surfactant retention), little work has been
conducted managing to address both issues. Moreover,
some solutions stated above such as nanoparticles-stabilized
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foam and CO2-soluable surfactant are considered to be
costly for the field operation, disabling their application in
the reservoir scale.

This research presents a new EOR technique which
combines Surfactant/Polymer (SP) with the conventional
CO2 foam, named as Chemicals-Alternating-Foam (CAF)
flooding. The selection of CO2 as the gas phase in the foam
slug is considered to be in favour of the greenhouse effect
alleviation. In this proposed technique, CO2 foam and SP
solution are alternatively introduced into the core sample
the same as the Water-Alternating-Gas (WAG) process.
On the one hand, the foams will be greatly stabilized due
to the presence of the chemical slug; on the other hand,
the surfactant loss in the foam flooding can be supplemented
to a great extent by the surfactant contained in the chemical
slug. Consequently, the two chief issues of the foam flooding
would be lifted by the introduction of the surfactant/
cosolvent/polymer slug. The first part of this paper compares
the displacement performance of the conventional CO2 foam
flooding with that of the CAF flooding. It is noteworthy that
the two investigated EOR methods employ the same
amounts of CO2 as well as chemicals in total. In the second
part, optimization study is conducted to define the operation
parameters those will lead to a satisfying EOR outcome.
Through systematic assessment, it is believed that CAF
flooding might be a promising alternative for the conven-
tional foam flooding.

1 EXPERIMENTAL SECTION

1.1 Materials

Chemical formula: The sodium Alpha Olefin Sulfonate
(AOS C14-16) with 35% active matter is supplied by Stepan
Chemical Co. (USA) and used as the foaming agent.
Cosolvent N70K-T is able to boost the lamella strength in
the foaming system and purchased from Solvay Chemicals
Inc. (USA). The product information is tabulated in Table 1.
AVS, a ter-polymer product with a molecular weight of
10 9 106 g/mol and hydrolysis degree of 22%, is provided
by the Research Institute of Petroleum Exploration &
Development (RIPED, China) as a thickener in the chemical
solution. The molecular structure of the AVS is illustrated in
Figure 1. The chemical formulation (surfactant/cosolvent/
polymer) in this study is determined as 0.5 wt.%
AOS + 0.15 wt.% AVS + 0.5 wt.% N70K-T unless otherwise
specified. Detailed description of this chemical formula can
be found somewhere else (Xu et al., 2017).

Brine: Synthetic brine A with the salinity of 5000 ppm
(NaCl) is employed for the chemical solution preparation.
Brine B with the salinity of 20 000 ppm (NaCl) is used in
the core flooding experiments.

Core plug: Berea samples with length around 6.9 cm and
diameters of 3.8 cm are cut from quarried sandstone blocks
(Ohio, USA) and are used as supplied. The porosity and
permeability of these plugs are about 18% and 400 mD
respectively. Their chemical compositions are determined
by the X-Ray powder Diffraction (XRD) technique and are
presented in Figure 2. Scanning Electron Microscope
(SEM) image of the sample powder is given in Figure 3.

Crude oil: Oil sample is sourced from an oil reservoir
located on North West Shelf of Western Australia and its
properties are listed in Table 2. It is noted that the oil sample
is filtered before any use.

1.2 Experimental Procedure

1.2.1 Residual Resistance Factor Evaluation

Residual Resistance Factor (RRF), which is the ratio of brine
relative permeability before and after the EOR treatment,
shows the ability of the EOR technique to reduce the
permeability in porous medium. If brines flow at the same

TABLE 1

Properties of the cosolvent N70K-T.

Property Result

Appearance Clear gel

pH 7.0-8.0 aqueous solution

Freezing point <�2 �C

Boiling point 104 �C

Density 1.03 g/cm3

Dynamic viscosity @ 25 �C 50 mPa s

Water solubility @ 25 �C 55 g/L

Active 68%

Figure 1

The molecular structure of the polymer AVS.
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rate before and after the EOR treatment, RRF can be
calculated by the following equation:

RRF ¼ Kw

Kf
¼ �P2

�P1
ð1Þ

where Kw is the relative permeability of brine before
chemical flooding and Kf is the relative permeability of the
brine after chemical flooding; DP1 and DP2 are the pressure
drops of the brine flow before and after the treatment
respectively.

The experimental setup is illustrated in Figure 4.
Brine B was injected into the core plug at 1.0 mL/min until
steady DP1 was reached. Then 2.0 PV of supercritical CO2

and 2.0 PV of AOS/AVS/N70K-T solution (SP solution)

were fed into the core plug in two ways, as illustrated in
Figure 5:
(a) The foam was produced with the assistance of a foam

generator into which the supercritical CO2 and SP solu-
tion were injected. Therefore, 4.0 PV of foam could be
introduced into the core plug continuously.

(b) The foam was created the same way. Through
adjusting the plug valve mounted upstream the CO2

gas cylinder, 3.0 PV of foam and 1.0 PV of SP solu-
tion were injected alternatively in two cycles (each cycle
contains 1.5 PV of foam and 0.5 PV of SP solution).

Afterward the injection was shifted to the brine B flowing
at 1.0 mL/min and was ceased at the point where DP2 could
be measured. The back pressure was maintained at 2000 psi
unless otherwise stated.

1.2.2 Foam Apparent Viscosity

Foam effectiveness is a strong function of foam apparent
viscosity. On the basis of single-phase Darcy law, the
apparent foam viscosity can be expressed as:

lfoam; app ¼
kA�p

qg þ ql

� �
L

ð2Þ

where k is the effective permeability of the core plug, A is
the cross section to foam flow, qg and ql are the volumetric
flow rate of CO2 gas and foaming solution respectively,
Dp/L is the pressure gradient across full length of the core
plug. Chemical solution or SP solution (5.0 PV) was fed into
the core plug to satisfy the surfactant adsorption before the
injection of CO2 foam which was produced through the foam
generator. The differential pressure at different times during
experiment was monitored and recorded by pressure trans-
ducers (KELLER, Switzerland) mounted at the inflow and

Figure 3

SEM image of the investigated rock samples.

TABLE 2

Properties of the crude oil.

Test Unit Result

Density @ 15 �C Kg/L 0.9428

API gravity �API 18.5

Asphaltenes %mass 0.14

Arsenic mg/kg 2.3

Kinematic viscosity
@ 40 �C cSt 37.26

Sulphur-total %mass 0.14

Total acid number mg KOH/g 0.50

Water content %volume 0.150

83.15% SiO2 
2.15% CaO
2.44% CO2
0.09% Na2O
3.45% Al2O3
0.14% H2O
0.12% MgO
1.59% K2O

Figure 2

XRD analysis of the investigated rock samples.
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outflow end of the core holder. Gas/liquid ratio (foam
quality) would not be altered until steady state flow was
achieved which was indicated by negligible fluctuation
(<5.0 psi) of pressure drop. The temperature and pres-
sure were kept at 50 �C and 2000 psi unless otherwise
stated.

1.2.3 Oil Displacement Experiment

The schematic of the oil displacement experiment is also
shown in Figure 4. The back pressure was constant at
2000 psi during core flood process. Detailed experimental
steps are as follows:
1. The sandstone core plug was dried out at 65 �C for four

days and its porosity and gas permeability were
determined by an Automated Permeameter-Porodimeter
(Coretest systems, Inc., USA) before it was loaded
horizontally into the core holder. Then overburden

pressure up to 4000 psi was applied to the core plug
which, afterward, was vacuumed for at least 12 h to
remove the air from the core holder.

2. The core plug was then fully saturated with the brine B
flowing at 0.5 mL/min until steady-state flow was
achieved. Accordingly, its liquid permeability could be
calculated by applying the single-phase Darcy’s law.

3. Crude oil was pumped into the core holder at
0.3 mL/min until the water cut reaches 1% to attain the
residual water saturation; afterwards, the core plug is
aged for 24 h.

4. Water floods with brine B at 0.5 mL/min was conducted,
enabling the residual oil saturation to be established,
which was indicated by the 99% water cut.

5. Given amount of supercritical CO2 and chemicals are
injected into the core plug by either approach stated
above, which was then followed by the chase waterfloods
at 0.5 mL/min until 99% water cut was reached.

Figure 4

The experimental setup for the foam and CAF floods evaluation. 1 – CO2 tank, 2 – Gas mass flow control system, 3 – Foam generator,
4 – Chemical solution, 5 – Sythetic brine/crude oil, 6 – Injection pump, 7 – Pressure transducer, 8 – Core holder, 9 – Back pressure regulator,
10 – Graduated cylinder, 11 – Data acquisition system, 12 – Heating system.
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2 RESULTS AND DISCUSSION

As stated in the introduction section, two aspects of work are
presented in this paper: the first part compares the flowing
performance of the conventional foam flooding with that
of the proposed CAF flooding in the porous medium. Same
amount of supercritical CO2 and chemicals (AOS/AVS/
N70K-T) are used in the two EOR approaches. The second
part is the optimization study of the CAF flooding on the
purpose of maximizing the displacement efficiency of this
new EOR technique.

2.1 Investigation on the Flow Behaviour of the CO2 Foam
Flooding and CO2 CAF Flooding

2.1.1 Effect of the Temperature on the Residual Resistance
Factor (RRF)

2.0 PV of supercritical CO2 and 2.0 PV of chemicals are
introduced into the porous medium in two ways. The assess-
ment results are summarized in Table 3. The RRF of the two
injection strategies at varying temperatures is illustrated in
Figure 6. It was found that the temperature imposed negative
impact on the RRF for both injection scenarios. On the one
hand, with the temperature rising, the chemical adsorption
onto the rock would be lifted somehow, enabling more foam

to reside in the porous medium and thus contributing to the
permeability reduction after the chase brine was initiated.
On the other hand, the elevated temperature could greatly
accelerate the foam decay, even if the foam was stabilized
by the additives. Furthermore, the polymer thermal
degradation became a lot more pronounced at high tempera-
ture. Consequently, the relative permeability of the chase
brine could not be modified as well as that in low tempera-
ture. Another noticeable phenomenon was that CAF flooding
was endowed with greater capability to reduce the brine per-
meability compared to the continuous foam flooding, and this
trend became evident with the increasing temperature, as
illustrated by the dash lines in Figure 6. The RRF differences
between them validated the effectiveness of the CAF flood-
ing in the investigated temperature range. Taking into
account that higher RRF brought in greater flow resistance
to the brine, therefore, the breakthrough of chase brine after
CAF flooding could be greatly deferred and more spaces in
the porous rocks would be swept.

2.1.2 Effect of the Amount of Supercritical CO2
and Chemicals on the Displacement Performance

In this subsection, five sets (ten runs) of oil displacement
experiments were carried out at 50 �C and 2000 psi with
the total amount of supercritical CO2 and chemicals ranging

TABLE 3

Summary of the RRF assessment.

Run No. 1 2 3 4 5 6

Method a b a b a b

Permeability (mD) 394.4 ± 2.5 389.6 ± 5.1 406.6 ± 6.0 399.1 ± 4.2 394.7 ± 4.7 392.3 ± 5.4

Pressure (psi) 2000 2000 2000 2000 2000 2000

Temperature (�C) 20 20 50 50 80 80

P1 (psi) 2.38 ± 0.04 2.51 ± 0.03 2.24 ± 0.06 2.39 ± 0.04 2.20 ± 0.02 2.35 ± 0.05

P2 (psi) 14.91 ± 0.03 20.45 ± 0.06 10.28 ± 0.06 18.12 ± 0.03 5.86 ± 0.05 15.89 ± 0.04

RRF 6.26 ± 0.04 8.15 ± 0.05 4.59 ± 0.06 7.58 ± 0.04 2.67 ± 0.04 6.76 ± 0.05

a) b)

Figure 5

Illustration of the continuous foam flooding a) and CAF flooding b).
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from 0.4 PV to 2.0 PV. The volume ratio of the CO2 and
chemicals was fixed at 3:1 in each run irrespective of the
injection strategy. In the CAF flooding process, the foam
slug and chemical slug were alternatively pumped in three
cycles. In each run, firstly the secondary water flooding
was initiated, with the oil recovery and oil saturation around
40% and 23% respectively. Afterwards, given amount of
supercritical CO2 and chemicals were introduced into the
core plug either in the mode of continuous foam flooding
or CAF flooding. Subsequently, the run was ended up with
the chase water flood. The corresponding results were shown
in Figure 7. Obviously, the introduced CO2 and chemicals
enabled the oil production to improve significantly irrespec-
tive of the injected mode and amount. Accordingly, the oil
saturation after tertiary recovery was remarkably lower than
that after the secondary water flood. In general, more
injected PV led to more incremental oil production and it
reached the plateau at a specific injected PV. Moreover, it
was found the EOR capacity differences between the two
injection approaches were evident: the overall oil recovery
of the CAF flooding was 10%–15% higher compared to that
of the conventional foam flooding with the same amount of
gas and chemicals been injected. The chief cause was the
variation of the foam stability. In CAF flooding, the foam
was protected and stabilized by the chemical slug.
Furthermore, the surfactant loss could be supplemented by
the subsequent chemical solution. Last but not the least,
the addition of the SP solution was capable of improving
the sweep efficiency. All of these mechanisms gave rise to
the oil production directly or indirectly. It also could be
observed that the oil recovery barely increased if the total
injection amount was larger than 1.8 PV for both injection
approaches. Therefore, the optimal injection amount was
chosen as 1.8 PV for the economical consideration.

2.1.3 Effect of the Injection Timing of the CO2 and Chemicals on
the Accumulative Oil Recovery

In order to evaluate the impact of the injection timing on the
displacement performance of the continuous foam flooding
and the CAF flooding, six runs of core floods were
performed at 50 �C and 2000 psi with 1.35 PVof supercrit-
ical CO2 and 0.45 PV of the chemicals being injected in
either mode. In the CAF flooding process, the foam slug
and chemical slug were alternatively pumped in three cycles.
The gas and chemicals were fed into the core plug when the
initial water cut was 0% (i.e. the foam or CAF flooding was
used as a secondary recovery method), 60% (i.e. the water
flood was used as a secondary recovery method until the
water cut reached 60%, then the foam or CAF flooding
was initiated as a tertiary recovery method), or 98% (i.e.
the water flood was used as a secondary recovery method
until the residual oil saturation was established and then
the foam or CAF flooding was initiated as a tertiary recovery
method). Afterwards, a chase brine flood was introduced to
finalize the experiment. The experimental results were
presented in Table 4 and Figure 8. As could be seen, the total
oil recovery was the lowest if the gas and chemicals were
injected as a secondary recovery method regardless of the
injection mode, which indicated the oil detrimentally
affected the foam stability. Yet in the CAF flooding, the
chemical slug was injected ahead of the CO2 foam and it
could serve as a buffer to protect the foam from breakdown
somehow. As for the continuous CO2 foam flooding, more
incremental oil was yielded if the gas and chemicals were
injected at 60% water cut compared to the case of the 98%
water cut, as illustrated in Run 3 and 5. This phenomenon
demonstrated either high oil saturation or water saturation
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Effect of the total injected PVon the accumulative oil recovery
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Effect of the temperature on the RRF of foam and CAF
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could compromise the foam durability for the continuous
foam flooding, although it seemed the oil recovery suffered
more from high oil saturation. In the case of CAF flooding,
the scenario was different: high water cut did not appear to
affect the oil displacement. Instead, the cumulative oil
recovery at 98% water cut was a bit greater than that at
60% water cut, suggesting the performance of the CAF
flooding was negatively correlated to the oil saturation.
Moreover, irrespective of the water cut in the effluent, the
displacement efficiency was strongly dependent on the
foam stability, and this might explain why the CAF flooding
performed better at identical water cut in terms of the
displacement efficiency.

2.2 Optimization Study of the CAF Flooding

In this part, a series of optimization studies have been
conducted to maximize the displacement efficiency of the
proposed CAF flooding in the porous rock. The total amount
of the gas and chemicals involved in each experiment was
maintained at 1.8 PV. The variables such as foam quality,
slug size and cycle number were assessed and adjusted to
endow the CAF floods with the optimal displacement
outcomes. All the core floods were carried out at 50 �C
and 2000 psi unless otherwise specified.

2.2.1 Effect of the Foam Quality (Gas/Liquid Ratio) in the
CAF Flooding on the Displacement Efficiency

The foam quality, which substantially influences the foam
rheological behaviour, is considered to be crucial in the foam
flooding as well as the CAF flooding. The foam and the
chemical slug were injected into the core plug in three
cycles. In each cycle, the slug size of both the foam and
the chemical were fixed at 0.3 PV. The foam quality ranged
from 40% to 95% in different runs, as presented in Figure 9.
The experimental conditions and corresponding results were
demonstrated in Table 5 and Figure 10. With the gas fraction
increasing, the amount of produced foam would increase

00.30.60.91.21.51.8
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Run 4

Injected PV

40% 40% 40%

60% 60% 60%

80% 80% 80%

95% 95% 95%

· Foams

· Chemicals

Figure 9

Illustration of the CAF flooding with various foam qualities.

TABLE 4

Summary of the injection timing evaluation.

Run No. 1 2 3 4 5 6

Injection mode a b a b a b

Injected amount 1.8 PV 1.8 PV 1.8 PV 1.8 PV 1.8 PV 1.8 PV

Initial water cut 0 0 60% 60% 98% 98%

Water flood recovery N/A N/A 35.3 ± 0.5% 34.2 ± 0.4% 40.2 ± 0.4% 40.8 ± 0.3%

EOR recovery 57.6 ± 0.3% 64.7 ± 0.2% 36.0 ± 0.3% 43.5 ± 0.3% 27.3 ± 0.3% 38.4 ± 0.3%

Total recovery 57.6 ± 0.3% 64.7 ± 0.2% 71.3 ± 0.3% 77.7 ± 0.3% 67.5 ± 0.4% 79.2 ± 0.3%
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Effect of the injection timing on the accumulative oil
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accordingly, which apparently boosted the overall
displacement efficiency. It was noticeable that the tertiary
oil recovery decreased once the gas/liquid ratio (foam
quality) exceeded a certain value, which might indicate early
gas breakthrough had occurred in the foam slug due to the
high flowability of the gas phase. Consequently, reliable
foams could not be obtained, even if the existence of the
SP solution mitigated this issue to some extent. The recovery
variation also could be explained by the varying foam
apparent viscosity, as illustrated in Figure 11. The maximum
foam apparent viscosity was obtained under a specific foam
quality known as the transition foam quality which was
roughly 80% in this case. Neither relative low nor high foam
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Effect of the foam quality on the apparent viscosity.
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Figure 12

Illustration of the CAF flooding with various foam/chemical
slug size ratios.

TABLE 5

Summary of the investigation on the foam quality of CAF flooding.

Run No. 1 2 3 4

Porosity 17.12 ± 0.13% 17.05 ± 0.12% 17.24 ± 0.12% 17.13 ± 0.10%

Permeability 404.3 ± 6.4 mD 399.7 ± 5.9 mD 408.7 ± 6.1 mD 401.6 ± 4.8 mD

Chemical size in each cycle 0.3 PV 0.3 PV 0.3 PV 0.3 PV

Foam size in each cycle 0.3 PV 0.3 PV 0.3 PV 0.3 PV

Foam quality 40% 60% 80% 95%

Cycle number 3 3 3 3

Initial oil saturation 71.4 ± 0.1% 70.5 ± 0.2% 70.6 ± 0.2% 71.0 ± 0.1%

Recovery after water floods 40.2 ± 0.2% 40.6 ± 0.2% 40.5 ± 0.3% 39.8 ± 0.2%

Recovery by CAF floods 20.3 ± 0.3% 37.1 ± 0.2% 45.6 ± 0.3% 25.2 ± 0.0.3%

Cumulative oil recovery 60.5 ± 0.3% 77.7 ± 0.2% 86.1 ± 0.3% 65.0 ± 0.3%
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Effect of the foam quality on the accumulative oil recovery.
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quality was capable of producing thick foam remarkable
blockage was expected to be achieved around the transition
foam quality. Consequently, more incremental oil was
recovered compared to other CAF floods with the same
amount of gas and chemicals.

2.2.2 Effect of the Slug Size on the Displacement Efficiency

In this subsection, core floods were carried out to investigate
the dependence of the displacement efficiency on the foam
and chemical slug sizes. The foam and the chemical slug
were injected into the core plug in three cycles, making
the total amount of the foam and chemicals 0.6 PV for each
cycle. The foam quality was kept at 80% for all the core
floods, while the sizes of the foam and chemical slug varied
in different runs, as presented in Figure 12. The results were
summarized in Table 6 and Figure 13. For all the experi-
ments in this subsection, Run 3 was selected as the best
injection strategy. The assessment results demonstrated that
if the chemical slug and foam slug were injected in the
identical volume for each cycle, it would be more beneficial
compared to the other scenarios. This phenomenon was
primarily attributed to the comprehensive interaction of the
foam and chemical slugs. On one hand, if the foam slug size
was greater than that of the chemical slug in one cycle
(Run 1 and Run 2), the chemical was not capable of offering
adequate stabilization and protection for the foam. As a
consequence, CAF flooding was very much similar to the
conventional foam flooding. On the other hand, if the

amount of the chemical slug surpassed that of the foam slug
in one cycle (Run 4 and Run 5), the foam slug was prone to
be penetrated by the chemicals, which narrowed the differ-
ence between the CAF flooding and chemical (SP) flooding.
In both scenarios, the synergism of the foam and chemi-
cals was negatively affected and accordingly the displace-
ment performance of the CAF flooding was badly
compromised. Another intriguing feature was the varying
recoveries of the cases where the foam slug and chemical
slug were not endowed with the same size. It appeared
that the cases of more injected foam (Run 1 and Run 2)

TABLE 6

Summary of the investigation on the slug size ratio of CAF flooding.

Run No. 1 2 3 4 5

Porosity 17.34 ± 0.15% 17.09 ± 0.11% 17.24 ± 0.10% 17.21 ± 0.10% 17.15 ± 0.17%

Permeability 409.6 ± 7.1 mD 402.7 ± 5.2 mD 408.7 ± 5.6 mD 415.6 ± 5.3 mD 401.1 ± 7.8 mD

Chemical size in each
cycle 0.1 PV 0.2 PV 0.3 PV 0.4 PV 0.5 PV

Foam size in each
cycle 0.5 PV 0.4 PV 0.3 PV 0.2 PV 0.1 PV

Foam quality 80% 80% 80% 80% 80%

Cycle number 3 3 3 3 3

Initial oil saturation 69.9 ± 0.2% 69.4 ± 0.2% 70.6 ± 0.2% 69.1 ± 0.2% 70.1 ± 0.1%

Recovery after water
floods 39.5 ± 0.2% 40.2 ± 0.2% 40.5 ± 0.2% 39.9 ± 0.2% 40.3 ± 0.2%

Recovery by CAF
floods 32.4 ± 0.3% 35.9 ± 0.4% 45.6 ± 0.2% 27.5 ± 0.3% 20.5 ± 0.2%

Cumulative oil
recovery 71.9 ± 0.3% 76.1 ± 0.3% 86.1 ± 0.3% 67.4 ± 0.3% 60.8 ± 0.3%
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Effect of the slug size ratio on the accumulative oil recovery of
the CAF flooding.
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were in favour of the incremental oil production compared
to the cases of the more injected chemicals (Run 4 and
Run 5). This recovery variation was closely associated with
the viscosity difference of the foam and SP in the porous
medium. As could be seen in Figure 11, the foam viscosity
at transient foam quality reached up to 350 mPa s, but as
for the SP solution, the viscosity was far lower than that
value at the given temperature and shear rate. Subsequently,
more areas could be swept and more incremental oil was
yielded by the foam-dominated floods (Run 1 and Run 2).
Still, Run 3 with the identical size of the foam slug and
chemical slug performed the best among these experiments
with various slug size ratios. Its advantage over the others
could be validated by Figure 14 which shown the water
cut variation in the process of the CAF floods (the water
cut reached 99% after the secondary water floods and
then the CAF and chase water floods were conducted).
Obviously, the outstanding performance of the Run 3 was
to huge extent attributed to its remarkable capability of the
water control, especially in the phase of the chase water
floods.

2.2.3 Effect of the Cycle Number on the Displacement
Efficiency

In order to investigate the influence imposed by the cycle
number on the displacement efficiency, a set of core floods
were conducted. The foam and chemicals were fed into the
core plug in various cycle numbers, and the slug size ratio
was constant at 1:1 in each cycle, as illustrated in Figure 15.
The assessment results were summarized in Table 7 and

Figure 16. As expected, the cycle number indeed had huge
impact on the behaviour of the CAF flooding. Generally,
more incremental oil was produced with the increasing cycle
number. The tertiary oil recovery nearly increased by 10% as
the cycle number rose from 1 to 5. This was attributed to the
sufficient interaction between the foams and chemicals as the
cycle number increased and slug size declined, which
suggested adequate material exchange would take place
between the two types of displacement slugs. Consequently,
the foam stability was considerably improved via the supple-
ment of the surfactant and polymer provided by the chemical
slugs. Theoretically, the CAF flooding would possess the
best displacement performance if the cycle number which
was close to infinity could be obtained. Nevertheless, as
demonstrated in Figure 16, the recovery increase became
less noticeable after the cycle number reached 3. That was,
the cycle number merely influenced the displacement
efficiency of the CAF floods to a tiny extent if the foams
and chemicals were injected through more than three cycles.
Increasing the cycle number could lead to more operation
complexity and more uncertainty but little incremental oil
production, therefore, the optimal cycle number was
determined as 3 in this study.

2.2.4 Effect of the Injection Sequence on the Displacement
Efficiency

The last part of the optimization work evaluated the influence
of the injection sequence of the foams and chemical slugs on
the displacement performance of the CAF flooding. Two
runs of the core floods were carried out in this subsection.
After the secondary water flooding was finalized, the foam
and chemicals slug were injected into the core plug in three
cycles with different sequences. In each cycle, 0.3 PV of
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The effect of the slug size ratio on the water cut in the CAF and
chase water floods process.

Figure 15

Illustration of the CAF flooding with various cycle numbers.
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foams and 0.3 PVof chemicals were included, as presented in
Figure 17. The results were given in Table 8. Despite the
identical foam quality, slug size ratio and cycle number pos-
sessed by the two experiments, their displacement efficiency
was dependent on the injection sequence of the foam and
chemical slug. Better performance could be obtained in
Run 1 with the chemicals being injected ahead of the foams,
which was verified by its higher oil recovery. The advantage
of this injection sequence might be explained in a few
aspects: (1) the polymer was capable of modifying the

conformance, enabling the subsequent foam floods to sweep
more areas; (2) the surfactant served as the sacrificial agent
and reduced the foaming agent loss of the foam flooding;
(3) the chemicals floods prior to the foam injection decreased
the oil saturation in the pore plug, which was favourable for
the foam longevity. However, as illustrated in Figure 18, the
recovery difference between the two experiments was not
quite evident, suggesting the injection sequence was not a
strong function of the CAF performance. To sum up, the
injection sequence of the foam and chemical did impose
impact on the CAF floods, but in a less noticeable manner
compared to the other factors investigated above.

00.30.60.91.21.51.8

Run 1

Run 2

Injected PV

· Foams (80%)

· Chemicals

Figure 17

Illustration of the CAF flooding with different injection
sequence.

TABLE 7

Summary of the investigation on the cycle number of CAF flooding.

Run No. 1 2 3 4 5

Porosity 17.15 ± 0.12% 17.06 ± 0.18% 17.24 ± 0.17% 17.17 ± 0.12% 17.09 ± 0.12%

Permeability 407.0 ± 6.4 mD 401.9 ± 8.2 mD 408.7 ± 7.5 mD 410.2 ± 6.2 mD 408.5 ± 6.0 mD

Chemical size in each
cycle 0.9 PV 0.45 PV 0.3 PV 0.225 PV 0.18 PV

Foam size in each
cycle 0.9 PV 0.45 PV 0.3 PV 0.225 PV 0.18 PV

Foam quality 80% 80% 80% 80% 80%

Cycle number 1 2 3 4 5

Initial oil saturation 69.2 ± 0.1% 69.7 ± 0.2% 70.6 ± 0.2% 70.5 ± 0.2% 69.9 ± 0.2%

Recovery after water
floods 40.5 ± 0.3% 39.9 ± 0.2% 40.5 ± 0.2% 40.2 ± 0.3% 40.4 ± 0.2%

Recovery by CAF
floods 37.5 ± 0.3% 40.6 ± 0.3% 45.6 ± 0.4% 46.6 ± 0.2% 47.2 ± 0.2%

Cumulative oil
recovery 78.0 ± 0.3% 80.5 ± 0.3% 86.1 ± 0.4% 86.8 ± 0.3% 87.6 ± 0.3%
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Effect of the cycle number on the accumulative oil recovery of
the CAF flooding.
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CONCLUSION

In this contribution, a novel CO2-EOR method, named as
Chemical-Alternating-Foam (CAF) floods has been
developed and thoroughly assessed. One part of this paper

compared the flowing behaviour of the continuous foam
injection with that of the CAF floods in the porous medium.
The two EOR methods applied the same amount gas and
chemicals. The other part optimized the displacement
performance of the proposed CAF floods. The main
experimental observations include:
– Elevated temperature had negative impact on the RRF for

both injection methods. However, CAF flooding was
endowed with greater capability to reduce the brine
permeability compared to the continuous foam flooding,
which was validated the higher of the former;

– The overall oil recovery of the CAF flooding was
10%–15% higher compared to that of the conventional
foam flooding with the same amount of CO2 and
chemicals been injected. It appeared that the accumula-
tive recovery reached the plateau when the total
amount of supercritical CO2 and chemicals was greater
than 1.8 PV;

– As for the continuous CO2 foam flooding, the best
displacement performance was obtained at the 60% water
cut, while the CAF floods yielded the most amount of
incremental oil at the 98% water cut;

– Under the experimental condition, the optimal foam
quality, foam/chemical slug size ratio and cycle number
for the proposed CAF floods were selected as 80%, 1:1
and 3 respectively. It was believed that the CAF flooding
was able to display the extraordinary displacement
behaviour under the optimal condition;

– The injection sequence of the foam and chemical indeed
influenced the CAF flooding performance, but in a less
noticeable magnitude compared to the other variables
mentioned above.
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